
C O M P A C T  A N D 
M U L T I - P U R P O S E 
F I X E D - M O U N T  2 D 
B A R C O D E  R E A D E R

Today’s market demands high-performance barcode 
reading with speed, accuracy and data integrity. The ID 
TECH 2DScan FX200 is a well-designed fixed-mount 
scanner for 1D and 2D barcode scanning. It is flexible, 
compact, enables plug-and-play integration, and ensures 
reliable performance. It is perfect for a wide range of 
applications including: retail POS, kiosk terminals, vending 
machines, and industrial equipment. With the increasing 
popularity of 2D barcodes, the 2DScan FX200 ensures 
readability of many global symbologies.
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CORPORATE HEADQUARTERS
10721 WALKER STREET
CYPRESS, CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM

LATIN AMERICA
(714) 761-6368
SALES@IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA
EMEA@IDTECHPRODUCTS.COM

CONTACT US TODAY!
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DIMENSION 41.5mm (W) × 49.5mm (D) × 24.3mm (H)

INTERFACES USB (IDBB-6642LRB)

INDICATORS LED, beep tone

PROCESSOR 1GHz, X1500

75gWEIGHT

IMAGE SENSOR CMOS 1280*800

C E R T I F I C A T I O N S

POWE R 
REQUIRE M E NTS

DC 5V±5%

FCC Part  15 Class B

CE EMC Class B

RoHS

IEC60825

IEC62471
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S P E C S

SCAN M ODE Sense mode, Continuous mode, Level mode, Pulse mode

SCAN RATE 60 frames per second

2D PDF417, QR Code, Data Matrix, AZTEC, CSC, Maxicode, Micro QR, 
Micro PDF417, GM , Code One, etc.

OPE RATING 
TEMPE RATU R E

-20°C to 60°C

STORAG E 
TEMPE RATU R E

-40°C to 70°C

HU M IDITY 5% to 95% (non-condensing)

DR OP TE ST 1.5m

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED


