
S H O R T  R A N G E
C C D  B A R C O D E
S C A N N E R

ID  TECH is  proud to  introduce the EconoScan 
I I I ,  our  next  generat ion short  range CCD 
scanner  that  i s  specia l ly  des igned to  del iver  
h igh-end performance at  the lowest  poss ible  
pr ice .  The scanner  ut i l izes  except ional  
decoding technology,  making i t  the best  in  i ts  
c lass  in  terms of  performance and value.  The 
EconoScan I I I  contains  no moving parts ,  yet  i t  
i s  except ional ly  l ightweight  and designed to  
f i t  comfortably  in  the hand for  extended 
per iods  of  usage.  This  ergonomic  hand-held 
scanner  is  ideal  to  be used in  a  wide var iety  of  
markets ,  inc luding reta i l ,  logist ics  and l ight  
industry  appl icat ions .  

E C O N O S C A N  I I I

(714) 761-6368 

sales@idtechproducts.com
www.idtechproducts.com

10721 Walker Street
Cypress, CA 90630



E  C O N O S C A N  I I I  S P E  C S

I S O  9001 C E R T I F I E D

I S O  14001 C E R T I F I E D

- Super slim body design
- The longest reading range
in its class
- High scan rate of 200
scans/sec
- Supports most l inear
barcode symbologies
- Data formatting features
- Continuous and flash
scanning mode

CONTACT US TODAY!

CORPORATE HEADQUARTERS
10721 WALKER STREET
CYPRESS, CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM

LATIN AMERICA
(714) 761-6368
SALES@IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA
EMEA@IDTECHPRODUCTS.COM

+55-11-3079-2255
INTERNATIONALSALES@ 
IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA
EMEA@IDTECHPRODUCTS.COM

INTERFACE  

POWER  

DISPLAY

SENSOR

OPERATING  TEMPS  

STORAGE TEMPS 

HUMIDITY

DROP TE ST

DIMENSION 

WEIGHT 

RESOLUTION

USB Keyboard 

5 .0  VDC ± 5%

660 nm vis ible  red LED

2500 pixel  CCD

0˚C to  50˚C (32˚F  to  122˚F)  -26°

-26C to 60°C ( -14.8°F  to  140°F)

10% -  80% relat ive  humidity  

3 .94 feet  (1 .2  m)

6.10 inches  (155 mm) x  3 .07 inches  (78 mm) x  0 .63 

inches  (16 mm)

3.0 oz. (without cable)

LED, beep tone

Black

5.59 inches  (142mm) for  10 .5  mi l  code 39 at  
175mm from the lens  plate

0.1  mm (4  mi ls )

SCAN RATE

RANGE

SYMBOLOGIES 

APPROVALS

200 scans  per  second

0 inches  (0  cm)  to  4  inches  (10.15 cm)

Code 39,  Ful l  ASCI I  Code 39,  Code 32,  Code 128,  Code 
93,  Code 11,  Codabar/NW7,  Al l  UPC/EAN/JAN Code 
(EAN-13,  EAN-8,  UPC-A,  EPC-E ,  EAN-128) ,  Inter leaved 2  
of  5 ,  STD 2  of  5 ,  Industr ia l  2  of  5 ,  Matr ix  2  of  5 ,  Chinese 
Postage Code,  MSI/PLESSY,  I ta l ian Pharmacy Code (RSS,  
GS1 avai lable  September  of  2014)

FCC Part15 Class  B ,  CE EMC Class  B

45% or  morePCS

INDICATOR 

COLOR 

FIELD WIDTH 

FEATURES and BENEFITS




