
I P  6 5  R A T E D  D U A L  H E A D E D  
M A G N E T I C  S T R I P E  I N S E R T  R E A D E R

The Spectrum Air  dual  headed MagStr ipe 
insert  reader  has been developed for  
appl icat ions requir ing ( IP  65)  sealed readers  
that  are  designed to  withstand the r igors  of  
an outdoor  environment .  The Spectrum Air ’s  
super ior  sealed chassis  design prevents  the 
ingress of  water ,  vapor  and other  
contaminants  into the main terminal  
enclosure .  The Spectrum Air  is  ideal  for  gas 
pumps and outdoor  k iosk appl icat ions.  
Cards are  read on both insert ion and/or  
withdrawal  for  super ior  reading re l iab i l i ty .  
Mult ip le  interfaces a l low the reader  to  be 
conf igured for  “drop in  replacement”  
appl icat ions when required.
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(714) 761-6368 
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CONTACT US TODAY!

CORPORATE HEADQUARTERS 
10721 WALKER STREET 
CYPRESS, CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM

LATIN AMERICA
(714) 761-6368
SALES@IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA 
EMEA@IDTECHPRODUCTS.COM

S P E C T R U M  A I R

INTERFACE

DIMENSIONS

-20°C to  70°C,  non-freezing on mechanical
components

-40°C to 70°C

OPERATING
TEMPS

RS232 Ser ia l ,  USB-CDC (v i rtual  COM),  USB-HID,  
USB-HID-KB,  and Keyboard Wedge (PS/2)

+5 VDC/55mA (power adapter  regulated  5
VDC/250mA or  equivalent )

POWER

STORAGE 
TEMPS

S P E C S

WAR R ANTY

HU M IDITY

MEDIA F OR M AT

One year, parts and labor

10% to 90% non-condensing

ISO 7810 ID-1 card, ISO 7811, AAMVA Driver 
License format

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED

120mm x 92mm x 48mm 

M E DIA 0.76mm (tolerance +/- 0.08mm)
THIC KNE SS




