
I N T E L L I G E N T  OE M
M A G S T R I P E - O N L Y
I N S E R T  R E A D E R

ID  TECH’s  Secure Magstr ipe Only  Insert
Reader  (MOIR)  is  designed to  read and
decode up to  three tracks of  magnet ica l ly-
encoded informat ion.  This  inte l l igent  reader  
del ivers  super ior  reading performance whi le  
encrypt ing sensit ive  data that  helps reduce
PCI-DSS scope.  The SecureMOIR ensures a l l
data transact ions are  protected from end to
end,  reducing fraud and data compromises .  Data 
encrypt ion prevents  card holder  informat ion from 
being accessed when data is  stored or  in  t ransit .  I t  
a lso a l lows customers the f lex ib i l i ty  to  choose a  
decrypt ion party  r ight  for  them.  The SecureMOIR 
supports  TDES and AES data encrypt ion us ing 
DUKPT key management .

S P E C T R U M  I I I  M O I R

(714) 761-6368 
sales@idtechproducts.com

www.idtechproducts.com10721 Walker Street
Cypress, CA 90630



CONTACT US TODAY!

CORPORATE HEADQUARTERS 
10721 WALKER STREET CYPRESS, 
CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
FAX: (714) 761-8880
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM.TW

SOUTH AMERICA
(714) 761-6368
SALES@IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA 
EMEA@IDTECHPRODUCTS.COM

S P E C T R U M  I I I  M O I R

INTERFACE

DIMENSIONS

-32°F to  131°F (0°C to  55°C)

-40°F to 158°F (-40°C to 70°C)

OPERATING
TEMPS

One year, parts and labor

RS-232,  USB-HID,  USB-HID keyboard

RS-232:  +5 VDC/55mA (power adapter  regulated 
5 VDC/250mA or  equivalent )  USB & Keyboard:  +5 
VDC/55mA power suppl ied by the host  computer

POWER

STORAGE 
TEMPS

Maximum 95% non-condensing

S P E C S

WAR R ANTY

H U M IDITY

SWIPE  SPE E D

WEIGHT

OPERATING 
CURRENT

3 to 50 inches per second

4.79 inches (121.56mm) x 3.97 inches 
(100.84mm) x 1.19 inches (30.14mm)

0.168 lbs. (2.688 oz.)

55 mA maximum for three tracks of magnetic data

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED




