
I N T E L L I G E N T  O E M  I N S E R T  
R E A D E R  M O D U L E

ID  TECH’s  Spectrum Hybr id  Insert  Reader  is  
designed to  read and decode up to  three tracks
of  magnet ica l ly-encoded informat ion.  I t  re l iably  
reads media  conforming to  ISO 7810 and 7811 
standards.  The magnet ic  head is  spr ing-loaded
to ensure good contact  with  warped or  bowed 
cards.  The ID TECH Hybr id  Insert  Reader  is  a  fu l ly-
inte l l igent  unit  that  can be conf igured to  read a l l  
t racks or  se lected tracks from a magnet ic  str ipe .  I t  
can a lso output  data with a  terminat ing character  
and up to  n ine pref ix  and postf ix  characters  to  
match a  data format expected by the host .

S  P E C T R U M  I I I  H Y B R I D

(714) 761-6368 
sales@idtechproducts.com

www.idtechproducts.com10721 Walker Street
Cypress, CA 90630



CONTACT US TODAY!

CORPORATE HEADQUARTERS 
10721 WALKER STREET 
CYPRESS, CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM

LATIN AMERICA
(714) 761-6368
SALES@IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA 
EMEA@IDTECHPRODUCTS.COM

S P E C T R U M  I I I  H Y B R I D

INTERFACE

DIMENSIONS

OPERATING
TEMPS

POWER

STORAGE 
TEMPS

S P E C S

WAR R ANTY

 MEDIA F OR M AT

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED

M E DIA 

+5 VDC/70mA /+5 VDC/80mA* (power adapter

regulated 5 VDC/500mA or  equivalent )

RS-232,  USB PC/SC,  and USB RS-232

0°C to  55°C (32°F to  131°F)

-30°C to 65°C (-22°F to 149°F)

One year, parts and labor

Maximum 95%, non-condensing

ISO 7811, F2F. Media with magnetic coercivity of 300 

through 4,000 Oersted can be read

4.64inches (117mm) x 3.97inches (101mm) x 

0.389inches (9.88mm)

0.025 inches (0.635mm) to 0.035 inches (0.889mm)
THIC KNE SS

HU M IDITY




