
P O S  K E Y B O A R D  
W I T H  B U I L T - I N  
M A G S T R I P E  R E A D E R

ID TECH’s VersaKey features the enhanced 
105/106 key layout maximizing the user’s 
productivity. The VersaKey's embedded 
MagStripe reader was developed for 
configuration and flexibil ity with its country 
specific layout. The reader's output can be 
transformed to fit your specific application 
with the included configuration software, 
such as the format of the output or the 
selection of specific tracks on the ISO 7811 
compliant cards.

V E R S A K E Y

(714) 761-6368 
sales@idtechproducts.com

www.idtechproducts.com10721 Walker Street
Cypress, CA 90630



CONTACT US TODAY!

CORPORATE HEADQUARTERS 
10721 WALKER STREET 
CYPRESS, CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM

LATIN AMERICA
(714) 761-6368
SALES@IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA 
EMEA@IDTECHPRODUCTS.COM

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED

V  E R S A K E Y

POWER +5.0 VDC ±10%,  60mA Max

MTBF

DIMENSIONS

OPERATING
TEMPS

APPROVALS

STORAGE 
TEMPS

WAR R ANTY

S P E C S

CABLE LENGTH

32°F to  104°F(  0°C to  40°C )

-20°C to  6-  4°F to  104°F (-20°C to  40°C)

One Years, parts and labor

FCC class B and CE

More than 60,000 power on hours

18.5 inches (469.9mm) x 8.03 inches (203.9mm) x 1.69 

inches (42.8mm)) 

5-foot.(1.5m )

USB

ABS, Meets flammability spec. UL94HB

PVC jacket with Aluminum Shielding

CABLE 
CONNECTOR

KEYBOARD
MATERIAL

MATERIAL
JACKET




