
3  I N  1  O E M 
C O M P A C T  R E A D E R

ID  TECH’s  VP3300 OEM represents  the latest 
innovat ion in  secure payment acceptance.  I t 
incorporates tr ip le-tracks MagStr ipe,  smart 
card,  and contact less technologies .  This 
a l l- in-one reader  enables the acceptance 
of  MagStr ipe,  EMV smart  card,  and NFC/
contact less payments inc luding Google  Pay, 
Apple  Pay,  Samsung Pay,  Interac ,  MasterCard 
MCL,  V isa  VCPS,  Amer ican Express ExpressPay, 
Discover  DPAS,  and more.  VP3300 OEM 
communicates to  the host  v ia  USB and is 
supported with a  SDK,  to  a l low for  s imple  and 
easy integrat ion.  The USB port  is  a lso used 
for  charging.  I t  a lso provides the u lt imate 
f lex ib i l i ty  by  a l lowing the ICC connect ion 
and the magnet ic  str ipe head to  be insta l led 
remotely  f rom the main contact less module .

V P 3 3 0 0  O E M

(714) 761-6368 
sales@idtechproducts.com

www.idtechproducts.com10721 Walker Street
Cypress, CA 90630



CORPORATE HEADQUARTERS
10721 WALKER STREET
CYPRESS, CA 90630
TEL: (714) 761-6368
TF: (800) 984-1010
SALES@IDTECHPRODUCTS.COM

ASIA
+886-3-326-5988 (TAIWAN)
ASIA@IDTECHPRODUCTS.COM

LATIN AMERICA
(714) 761-6368
SALES@IDTECHPRODUCTS.COM

EUROPE, MIDDLE EAST & AFRICA
EMEA@IDTECHPRODUCTS.COM

COMMON KERNEL, 
UNCOMMONLY 
SIMPLE.
VP3300 OEM is the 3-in-1 
MagStripe, EMV Contact and EMV 
Contactless Reader. Ask how our 
VP3300 OEM with the common 
kernel can speed up your time to 
market and save you costly L3 
approvals!

CONTACT US TODAY!

V P 3 3 0 0  O E M
IN T E RFACE USB,  RS232,  Bluetooth,  Audio jack

-20°C to  60°C (-4°F to  140°F)S T OR AG E 
T E MP S

A D D I T I O N A L  F E A T U R E S

Max 95% non-condensingH U M I D I T Y

DIME NSIONS 2.52 inches (64 mm) x 1.93 inches (49 mm) x 0.57 inches 
(14.5 mm)

ECP 2.0

MasterCard PayPass 

Visa VCPS and QuickChip 

M/Chip  Fast  f rom MasterCard 

American Express ExpressPay 

Discover  DPAS

Apple  Pay,  Google  Pay,  Samsung Pay 

Apple  VAS,  Google  SmartTap 2 .1

Sony

DES,  AES DUKPT

Remote key in ject ion 
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S P E C S

One year, parts and laborWA RR A N T Y

C A RD SE AT E D 
S W I T CH

ICC fully-seated sensor

0°C to  55°C (32°F to  131°F)OPE R AT ING 
T E MP S

MSR: 300,000 swipes minimum
Smart Card Reader: 80,000 card cyles min.

OPE R AT ING 
L IFE

ISO 9001 CERTIF IED
ISO 14001 CERTIF IED


