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• 3.5” TN TFT backlit color display

• Supports contactless, chip, PIN, magstripe & reads       
QR codes

• Can host payment applications supporting all major 
payment brands, mobile wallets & rewards programs

• PCI PTS 6.X SRED
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VP8810p SPECS

CAMERA

VGA 640 x 480 camera for QR/barcode scanning
Green LEDs indicate camera activation
White LEDs for barcode illumination in dark settings

DIMENSIONS 186mm (H) x 82.5mm (W) x 58mm (D)

DISPLAY
320 x 480 pixels with capacitive touch, 3.5” TN TFT backlit color 
display, electronic signature capture

IMPACT RATING IK 04

INTERFACE Audio output, BLE/WiFi, ethernet, RS232 & USB

MEMORY 64MB RAM, 128MB Flash, 32GB Micro-SD

OPERATING TEMPERATURE 0°C to 50°C

PAYMENT INTERFACES
Contactless reader, magnetic stripe reader, smartchip card reader: 
ISO7816

POWER +9VDC 2A

RELATIVE HUMIDITY 10 to 95% non-condensing

STORAGE TEMPERATURE -20°C to 60°C

WEATHER RATING IP 51

WIRELESS BLE/WiFi, LTE 4G (optional for LTE variants)


