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ONE COMMON KERNEL. ONE INTEGRATION. MULTIPLE ENVIRONMENTS.

VP7200

CONTACTLESS

SOLUTION

WITH CAMERA

ISO 9001 CERTIFIED

ISO 14001 CERTIFIED

(714) 761-6368

10721 WALKER STREET

CYPRESS, CA 90630

IDTECHPRODUCTS.COM

SALES@IDTECHPRODUCTS.COM

KEY FEATURES:

• Supports open & closed loop payments

• Supports mobile loyalty & rewards programs

• Hosts applications, can drive external LCD & has optional cellular support

• PCI PTS 6.X certified with latest contactless kernels

EMV

EMV Contactless L1 3.X
EMV Contactless L2s

-American Express
  ExpressPay

-Cartes Bancaires

-C-Pace - TBC

-Discover DPAS

-Discover Transit

-EFTPOS

-EFTPOS Transit

-Interac

-JCB

-Mada Pay - TCB

-Mastercard MCL

-MasterCard Transit

-NETs / PURE

-RuPay

-Visa VCPS

-Visa Transit

-UPI / CUP

-CUP Transit

NON-EMV

Calypso
CIPURSE
Apple VAS 
Apple Express Mode
Google Pay Smart Tap
Mifare Suite in Native Mode

-Classic / Plus
-Ultralight
-Ultralight EV1/C
-DESFire
-DESFire EV1/EV2/4K

-M+
-SAM AV 3
-SmartMX

MOBILE

Apple Pay
Google Pay
Samsung Pay
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VP7200 SPECS

CRYTOGRAPHY RSA 2048 - ECC 512, AES128, SHA1, SHA256 & SHA512

DIMENSIONS 68mm (H) x 68mm (W) x 11.5mm (D)

IMPACT RATING IK 07

INTERFACE Ethernet, RS232 & USB

KEY INJECTION PKI, Remote Key Injection

KEY MANAGEMENT AES DUKPT, TDES DUKPT, TransArmor RSA & TDES

MEMORY Flash 256KB, RAM 256KB

OPERATING ENVIRONMENT Water resistant for indoor/outdoor use

OPERATING TEMPERATURE -30°C to 70°C (Max change of 10°C per hour)

POWER 5V 2A

SECURITY PCI PTS 6.X, 4 SAMs

STORAGE TEMPERATURE -30°C to 85°C (Non-condensing)

WEATHER RATING IP 65


