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READER
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IDTECHPRODUCTS.COM
SALES@IDTECHPRODUCTS.COM

•	 Windows & Android SDK available

•	 Optional NFC antenna for contactless payments

•	 Ability to host payment application

•	 PCI PTS 6.X certified

•	 Supports TDES DUKPT

•	 PCI certified remote key injection

•	 Can be paired with SmartPIN L80 or L120 for 
Chip-PIN transactions

•	 Rugged: IP65 / IK10

KEY FEATURES:
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VP5300 SPECS
CERTIFICATIONS

EMV L1 Contact & EMV L1 Contactless; L2 ID TECH Common Kernel; 
PCI 6.X & SRED; Contactless: Amex, Discover, Mastercard, Visa, Interac, 
JCB, Apple/Android/Samsung Pay, Apple VAS, Apple Express Transit, 
Google Smart Tap 2.1

DIMENSIONS 127mm (L) x 100mm (W) x 70mm (H)

ENCRYPTION AES & TDES

IMPACT RATING IK10

INPUT VOLTAGE 9V

INTERFACE Ethernet, RS232 & USB HID

KEY MANAGEMENT TDES DUKPT

MEMORY 16MB Flash & 16MB RAM

OPERATING LIFE 500,000 Inserts

OPERATING TEMPERATURE -25°C to 65°C

POWER CONSUMPTION Power Up Time: 6 sec; Stop/Sleep/USB Suspend: 70uA/80uA/600uA

STORAGE TEMPERATURE -40°C to 80°C

WEATHER RATING IP65


